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● Extend HDMI Signal and 4/3 USB up to 60 Meters  
   @ 1080i / 40 Meters @ 1080p (CAT6)
● Auto EQ Adjustment for HDMI Ensures Easy Use
● HDTV Compatible; Support 1080p (Full HD),  
   1080i, and 720p (HD)
● 3D-Video, HDCP Compliant and Blu-ray Ready  
● Plug-and-Play Allows You to Add or Remove 
   Devices at Any Time
● USB Compatible for Most of Popular USB Devices 
   (USB Web Cams, USB Printers, USB Scanner,  
   and External Hard Disk Drives ....)
● Unique Mechanism Design of Two Ports on  
   top (SHMU-250R) for Easily Connecting USB 
   Peripherals.
● Automatically Read EDID Data from The  
   Connecting Display and Store (Record) The Last  
   EDID Data to The Video Extension System
● No Software Needed or Driver Required

Short Haul HDMI / USB Extender via  CAT5e/6 x 2

SHMU-M250

SVA470 SVA476

Connection Pattern

SHMU-MA250WW
(BOX Type)

(Wallplate/US Type)
   [Decora]

SVD470 SVD476

Order Information Type
Transmitter Receiver

SHMU-M250 Box Type Box Type
SHMU-MA250DW Box Type Wallplate Type
SHMU-MA250WD Wallplate Type Box Type
SHMU-MA250WW Wallplate Type Wallplate Type

or

or

Wall-Plate Transmitter
      SHMU-A250WL

Wall-Plate Receiver
   SHMU-A250WR

Box-Type Transmitter
        SHMU-250L

Box-Type Receiver
     SHMU-250R

CAT5e/6 x 2 

CAT5e/6 x 2 

CAT5e/6 x 2

CAT5e
/6 

x 2
(DC 12V)

(DC 12V)

(DC 5V) (DC 5V)

USB 2.0 Devices

(Optional)

40M/30M@1080p

(US Decora) (US Decora) 

(Optional)

Model Local Unit 
（Transmitter）

Remote Unit 
（Receiver） 

SHMU-M250 SHMU-250L SHMU-250R
SHMU-MA250WW SHMU-A250WL SHMU-A250WR
Input HDMI x 1 RJ-45 x 2
Output RJ-45 x 2 HDMI x 1
EQ Adjustment Auto

USB 2.0 Mini-USB x 1 (Box) 
USB-B x1 (Wallplate) USB-A x 4

LED (Power / Video Status) x 1 (Multi- Color) x 1 (Multi- Color)
LED (USB Status) x 1 x 1
Video Resolution (Max.)   1080p

Extension Distance*1

50M/40M*2 (CAT5e) @ 1080i  (8bit x 3)
30M/25M*2 (CAT5e) @ 1080p (8bit x 3)
60M/50M*2 (CAT6)   @ 1080i  (8bit x 3)
40M/30M*2 (CAT6)   @ 1080p (8bit x 3)

Enclosure Metal/Plastic

Power 
Supply

Box
 

USB BUS Power  
(Apply DC 5V if Necessary)  

DC 5V

Wallplate
 

USB BUS Power 
(Apply DC 12V if Necessary)

DC 12V

H x W x D 
(mm)

Box 22 x 84 x 79
Wallplate 104 x 46 x 44 (1 Gang / US Decora)

Weight (g) Box 225~245 
Wallplate 100~110

*1 Above video resolution and extension distance are based on CAT5e/6 24AWG solid cable 
without cascade. STP cabling is recommended for environments with high EMI or RFI. For the best 
performance results, using stranded cabling or other thinner cables, and coiling of excess cable 
lengths should be avoided.  
*2 Applicable when using SHMU-A250WR as the receiver


